
 Prowadnica silownika C-G 32 x 100 

SKU C-G-032-0100

Producent Pneumatig

srednica tloka [mm] 32

skok silownika [mm] 100

zakres cisnienia [bar] 1 - 10

zakres temperatur [C] -10 - 70

korpus aluminium anodyzowane
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Ø B1 D4 D5 D7 E1 E2 E3 E4 E5 I1 I4 K L1 L2+ L3+ L4 L5 L6 LA P RT S1 S2 TG1 TG2 V

32 4.3 6.6 11 12 97 49 45 93 51 74 61 15 125 187 47 3 19.1 75 6.5 12 M6 12 24 32.5 78 60.7

40 11 6.6 11 16 115 58 55 112 58.2 87 69 15 140 207 52 3 24 80 6.5 12 M6 12 28 38 84 64

50 18.8 9 15 20 137 70 65 134 70.2 104 85 20 148 223 57 3 27 78 8.5 16 M8 15 34 46.5 100 69.2

63 15.3 9 15 20 152 85 80 147 85.2 119 100 20 178 243 47 3 27 106 9 16 M8 15 34 56.5 105 74.7

80 25 11 18 25 189 105 100 180105.5 148 130 26 195 267 49 3 27 111 11 20 M10 20 50 72 130 82

100 30 11 18 25 213 130 120 206130.5 173 150 26 218 290 49 3 27 128 11 20 M10 20 55 89 150 83
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